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Coast Guard, DHS § 5.48 

lower part displays two laterally radi-
ating wreath branches centered imme-
diately beneath the shield. A broad di-
agonal red (Coast Guard red) slash, 
which is at a 70 degree angle, rising to-
ward the viewer’s right and followed, 
on the viewer’s left, by two narrow, 
parallel stripes, first a white stripe and 
then a medium blue (Coast Guard blue) 
stripe, is displayed on the wreath’s 
right-hand branch. 

(b) Display. Vessels, aircraft, motor-
ized vehicles, trailers, radio stations 
and other equipment accepted for use 
by the Coast Guard must display the 
Auxiliary facility decal as authorized 
in the Auxiliary Operations Policy 
Manual referenced in § 5.9. 

(1) On vessels, the decal must be dis-
played on the port side of the vessel so 
as to be visible by another vessel when 
meeting such vessel in a port-to-port 
situation. 

(2) On aircraft, the decal must be dis-
played on the pilot’s side of the for-
ward half of the aircraft. 

(3) On radio facilities, the miniature 
decal must be displayed on the radio, 
and the full-size decal must be dis-
played on the exterior or interior of 
the building or trailer in which the 
radio is housed, or, in the case of mo-
bile radios, on any legal place on the 
motor vehicle in which the radio is 
contained. 

(4) On motorized vehicles, trailers 
and other equipment, the decal must be 
displayed on a clearly visible exterior 
location. 

§ 5.45 Patrol sign. 
(a) Description. The Auxiliary facility 

patrol sign has the words ‘‘Coast Guard 
Auxiliary Patrol’’ in black or dark blue 
lettering and must contain the Auxil-
iary emblem, as described in this sub-
part, centered within the confines of a 
broad diagonal red (Coast Guard red) 
stripe which is at a 70 degree angle ris-
ing toward the bow of the vessel. The 
red (Coast Guard red) stripe is fol-
lowed, away from the bow, by two nar-
row, parallel stripes—first a white 
stripe, and then a medium blue (Coast 
Guard blue) stripe. The background of 
the sign must be white. 

(b) Display. (1) The patrol sign must 
be displayed by vessels while on patrol, 
whether or not the vessel is underway. 

(2) The patrol sign must be displayed 
on the forward half of each side and 
may be displayed on the stern of the 
vessel. 

(3) The patrol sign may be displayed 
on each side of a motorized vehicle or 
trailer containing a mobile radio or 
radio direction finding unit while as-
signed to Coast Guard duty. Normally, 
they will be placed in any legal posi-
tion on the upper half of both sides of 
the vehicle. 

§ 5.46 Auxiliary patrol ensign. 

(a) Description. The field of the Auxil-
iary patrol ensign is white. A medium 
blue (Coast Guard blue) Coast Guard 
Auxiliary emblem is centered on a 
broad diagonal red (Coast Guard red) 
slash which is at a 70 degree angle, ris-
ing toward the hoist. The red (Coast 
Guard red) slash is followed, away from 
the hoist, by two narrow, parallel 
stripes—first a white stripe, and then a 
medium blue (Coast Guard blue) stripe. 
The entire design is centered on the en-
sign. 

(b) Display. Vessels that have been 
accepted as facilities shall display the 
Auxiliary patrol ensign when on patrol, 
whether or not the vessel is underway. 
The Auxiliary patrol ensign must be 
displayed at the mast head or from the 
most conspicuous hoist. 

§ 5.47 Coast Guard ensign. 

(a) Description. The Coast Guard en-
sign is described in 33 CFR 23.15. 

(b) Display. Vessels that have been 
accepted as facilities and that have a 
Coast Guard commissioned, warrant or 
non-commissioned officer onboard 
shall display the Coast Guard ensign in 
place of the Auxiliary patrol ensign 
while on patrol, whether or not the 
vessel is underway. The Coast Guard 
ensign must be displayed at the mast 
head or from the most conspicuous 
hoist. 

§ 5.48 Marking of aircraft. 

(a) Aircraft owned by members of the 
Auxiliary or that are personal property 
of the Auxiliary may also display the 
Auxiliary emblem on both sides of the 
vertical stabilizer (outside of the sta-
bilizer for twin tail aircraft) or on both 
sides of the fuselage aft of the wing. 
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